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~MCDONNELL DOUG~~ 

MANUFACTURER'S NAME 

PEMACO DTC. 

CORPORATION 

JUN 21-
U.S. DEPARTMENT OF LABOR 

~WORKPt:ACESTANOARDSADMINI'STRATION'· 
BUREAU OF LABOR STANDARDS 

MATERIALSAFETYDATA:SHEET'' 

ADDRESS (NUMBER, STREET, CITY, STATE AND ZIP CODE) 

8 District Blvd. Ma ood Ca.. 
CHEMICAL NAME AND SYNONYMS 

Sulfo-chlorina.ted Cutt' Oil 
CHEMICAL FAMILY 

droea.rbon oil lus additives 

TRADE NAME AND SYNONYMSJJ:'' 

PEMS 081···· * 

TM 3081 
SECTION 11· HAZARDOUS INGREDIENTS* 

FORM NO OSHA-20(MODIFIEDI 

MAY 1971 

MDC CONTROL NO. DMS 1827 
Type 2, ~a:e•"B 

PAINTS, PRESERVATIVES/SOL VENTS o/o 
TLV 

ALLOYS AND METALLIC COATINGS o/o TLY 
(UNITS) (UNITS) 

PIGMENTS BASE METAL 

CATALYST . · ....• ALLOYS 

VEHICLE METALLIC COATINGS 

SOLVENTS FILLER METAL PLUS 

COATING OR CORE FLUX 
ADDITIVES OTHERS 

OTHERS 
. ·, .... ,, " .• J]_ '·. ::)j ' ... '. · .. "< '"'. 

HAZARDOUS MIXTURES OF OTHER LIQUIDS, SOLIDS, OR GASEs* o/o TLV 
(UNITS) 

none 

: .. ... 
' 

.. . . .. ,·' . . .: .·c:. ' 

',"~~!,.,._""" 

SECTION Ill: PHYSICAL DATA 
___..,,,~ 

BOILING POINT (°F) 
SPECIFIC GRAVITY (H20 = 1) 

@60•F. b.925 
VAPOR PRESSURE (mm Hg.) 

PERCENT VOLA TILE 
~Y .. YOI-UME (%),... ; , .,. . . . ·.... . .. 

VAPOR DENSITY (AIR= 1) 
EVAPORATION RATE 

( ,,, '" . = 1) £'.:: •: 

SOLUBILITY IN WATER Insolub,e 
APPEARANCE AND ODOR 

. .. Clear amber lisuid witb. .a. mild characteristic oder. 
1 

.. SECTION IV: FIRE AND EXPLOSION HAZARD DATA 
FLASH POINT (METHOD USED) FLAMMABLE LIMFT e 

EXTINGUISHING MEDIA 

Dry Chemical, t:oa.m, . co~ .. 
SPECIAL FIRE FIGHTING PROCEDURES 

Do not use water except as fog. 

UNUSUAL FIRE AND EXPLOSION HAZARDS 

none.·· 
*PLEASE DO NOT USE GENERALIZATIONS, SUCH AS PETROLEliMHYDROCARBONS, ALCOHOL, KETONES. 

USE SPECIFIC CHEMICAL NAMES, SUCH AS METHANOL, BENZENE, PERCHLOROETHYLENE. 
MPC 363120 SFP 711 

BOE-C6-0226536 



THRESHOLD LiMIT VALUE 
SECTION V: HEALTH HAZARD DATA 

5 mg/cubic meter (applies to oil mist only) 
EFf.ECT~.OF OVEREXPOSURE 

Slight irritation to skin and eyes. 

followed by washing with soap and water. 

Eyes - 'flush with co~ious quantities of water. 

Ingestion - get immediate medical aid. 
SECTION VJ· REACTIVITY DATA 

UNSTABLE .. fONDITIONS TO AVOID 

STABILITY 

STABLE X 
INCOMPATIBILITY (MATERIALS TO AVOID) 

HAZARDOUS DECOMPOSITION PRODUCTS 
CO, C02 may be form.ed upon combustion. 

HAZARDOUS 
MAY OCCUR 

CONDITIONS TO AVOID 

POLYMERIZATION 
WILL NOT OCCUR X 

SECTION VII: SPILL OR LEAK PROCEDURES 
STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED 

Absorb with clay, diatOma.cious earth, or other inert material. 

WASTE DISPOSAL METHOD 

Controlled burning; dispose with plant oil wastes .• 

RE§PIIUtbAY f5R6T£Cfi6N (sf5EC1Pv tYfiE) 
sEcfioA Viii: sHCIXt ~RofECfioR IRFbRMAfioN 
not normally required 

LOCAL EXHAUST SPECIAL 

VENTILATION As reauired if mist is generated 
MECHANICAL (GENERAL) OTHER 

Not normally·· required · lEY. _E PROTECTION . •. . . . 
GOggles if oil is sprayed or misted. 

PROTECTIVE GLOVES 

OTHER PROTECTIVE EQUIPMENT 

none ,., 
SECTION IX: SPECIAL PRECAUTIONS 

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORlNG 
Store in a cool protected area. Avoid open flames or 'sparks. 

OTHER PRECAUTIONS 

Avoid breathing of oil mist and prolonged skin contact. 

~· e ~ June 8, 1982 PREPARED BY DATE 
J.P. Skyru 
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